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Xtank for BMW G650 Xchallenge/country 
 
In the package: 
 

- 1 pce 7 liter Xtank (incl. 4 pvc grommets and stainless steel bushings) 
- 4 pcs stainless steel allen bolts M6x30 
- 8 pcs stainless steel 4 mm M6 washers 
- 4 pcs stainless steel M6 spring washers 
- 1 piece of pvc hose 9 x 6 
- 3 pcs tiewraps 
- 1 tankcap + vent valve 

 
Read instructions thoroughly before proceeding with  the installation  
 
Important information: 
 

- Working with flammable fuel can be dangerous. Take all necessary precautions. 
- If you are not a skilled mechanic we suggest you have the job done by somebody who is. 
- Because national and local regulations differ, you should check if your national laws and regulations 

allow you to mount this tank 
- There is no U.S.A. D.O.T.-certification for this product. The emissions canister in the US version of 

this bike is not used with this product. Off-road use only if law and/or sporting regulations permit 
- Mounting screws go into threaded aluminium alloy. Proceed with care to avoid damage to the 

threads. Do not overtighten 
- Check the tightness of the bolts regularly. When well mounted, the tank actually reinforces the 

subframe, but a dangling tank could easily cause breakage/shearing of either the subframe or the 
mounting points 

 
These instructions are at our present level of knowledge. Legal requirements for correctness do not exist. 
Technical issues subject to change. 
 
Mounting instructions 
 

 
Remove the chain guard. 
First screw the 2 bolts through the tubes in the underside 
of the tank into the threaded holes, that are situated in the 
upsloping square tube at the righthandside of the 
subframe. Take care that the spring washer goes onto the 
bolt first and there is a 4 mm washer at either side of the 
grommet/bushing. 
Do not yet tighten these, but screw in only a few turns. 
Then move the thank, so that the 2 holes in the upper 
bracket line up with the 2 holes eventually used to mount 
the pillion rail. Screw in the 2 other sets of  bolts/washers. 
Do not tighten yet. 
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Now tighten the 2 lower bolts evenly and then the 2 upper 
ones. Tightening torque 9 Nm (6.6 ft/lbs). 
 
Take note: In the first series it’s possible that the tank just 
touches the rear fender just in front of the filler neck. If so, 
we suggest a little bit is shaven of the fender locally to 
avoid abrasion of the tank. 



 

 
Now mount the pvc hose to the vent valve on the main tank. Tighten both sides with a tie-wrap or hoseclamp  
 

   
 
- Put the vent valve tube onto the gascap and tighten with a tie-wrap to avoid it coming loose and losing it. 
Fill both tanks, screw on the caps and you are ready to go. 
 
- After riding abt 50 kms, check if the level in the auxiliary tank has lowered and that the main tank is still full. 
The principle of the suction is based on the airtightness of the main tank. If fuel is not sucked into the main 
tank, check the seal of the main tank’s cap for damage or dirt. If the problem stays, replace the seal or try a 
little smear of silicon grease or vaseline. 
 
 
 
Thank you for buying our product, ride free and enjoy your ride 
 

Xtankteam ™ 


